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1. Scope

This document describes the demo software indicating the function to Boot loader. 
The main demo UI is below:
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Figure 1 
When the demo start, it first to find the proper device which is defined in the bootloadConfiguration.xml.
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Figure 2 

Once find the device , the demo will come to main dialog UI.
 [Load Firmware File] Button:
      Select the FM file:
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Figure 3
After Select the FM file, the file information will be showed in the File Info edit Box:
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Figure 4
[Boot Loader] Button:

When load FM file successfully, press this button will begin boot load process.
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Figure 5
If Load Successful, the result will be displayed in the result info edit box.

Note: If the connection is lost when  in loading mode, you can continue the  load process after you reconnect the cable.
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2. Functional Description
2.1. setting configure file: BootloadConfiguration.xml
The interface settings are defined in this file.
For USB Interface, we need to designate the "vid_pid"  section.

For RS232, we need set baud rate List (must add the baud rates of ‘application mode’ and ‘boot Load mode’  )
For example :

<?xml version="1.0" encoding="UTF-8"?>

  <EnableLog enableLog = "0"/>

  <UniPayII vid_pid = "0acd,3120"/>

  <BTPAY   vid_pid = "0acd,2910"/>

  <SpectrumPro  vid_pid = "0acd,3121"/>

  <Intuit_III vid_pid = "0acd, 3610"/>

  <RS232Setting baudrateList = "9600,19200,38400,115200"/>

  <RS232Setting parity = "N"/>

  <RS232Setting databit = "8"/>

  <RS232Setting stopbit = "1"/>

 </BOOTLOAD_SETTING>
If you are not set the interface properly, the demo will cannot find the device.
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