
P C I  C E R T I F I E D 
M O D U L A R  P I N 
E N T R Y  D E V I C E

ID  TECH’s  SmartPIN K100 is  PCI  compl iant 
and cert i f ied for  the h ighest  degree of 
PIN secur i ty.  The SmartPIN K100 supports 
TDES encrypt ion a lgor i thm using DUKPT 
key management and Master/Session. 
The SmartPIN K100 is  robust  and vandal 
res istant  with waterproof  keys to  withstand 
splashed,  sp i l led ,  & d i rect  l iqu id  spray. 
The molded metal  body and sta in less steel 
cover,  a long with metal  engraved keys, 
a l low the PIN pad to  be used in  unattended 
environments .  The bui l t- in  battery  mainta ins 
the cryptographic  keys dur ing power outage 
and storage.
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RS232 or  USBINTERFACE

-13°F to  158°F (-25°C to  70°C)OPERATING
TEMPS

5VDC,  ±10%,  150mA maximumPOWER

-22°F to 176°F (-30°C to 80°C)STORAGE 
TEMPS

Max 95% non-condensingHU M IDITY

Minimum 2,000,000 operationsOPERATING
LIFE

120,000 power-on hours calculatedM TB F

APPROVALS FCC and CE

WARRANTY One year, parts and labor

DIMENSIONS 4.11 inches (104 mm) x 1.29 inches (32.71 mm) x 4.11 
inches (104 mm)

ESD IM M U NITY Minimum 4KV d irect  contact  & 8KV a i r  d ischarge 
without  resett ing

WEIGHT 13.74 oz. (0.86 lbs)

KEYS Numeric (12), Operation (4)

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED


