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ID  TECH’s  UniPay 1 .5  is  one of  the
latest  addit ions to  the audio  jack  fami ly 
of  mobi le  card readers .  The UniPay 1 .5 
incorporates a  ch ip  card s lot  for  contact 
EMV card reading.  This  device  provides 
re l iable  magnet ic  str ipe decoding and 
is  a  proven versat i le ,  compact  mobi le 
reader.  I ts  smal l  form factor  and audio 
jack  interface is  ideal  for  most  tablet 
and mobi le  phone appl icat ions.  UniPay 
1 .5  was designed to  minimize power 
consumption to  preserve battery  l i fe .  I t 
a lso communicates and charges v ia  USB.
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COMMON KERNEL, 
UNCOMMONLY 
SIMPLE.

UniPay 1.5 is the 2-in-1 MagStripe 
and EMV Contact reader. Ask us 
how our common kernel can speed 
up your time to market and save 
you costly L3 approvals!

CONTACT US TODAY!
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INTERFACE Audio headphone jack/USB-HID

OPERATING
TEMPS

32°F to  131°F (0°C to  55°C)

-22°F to  158°F (-30°C to  70°C)STORAGE 
TEMPS

Maximum 95% non-condensingHU M IDITY

S P E C S

MagStripe Reader: 300,000 card swipes min.
Smart Card Reader: 100,000 card cycles min.

OPERATING
LIFE

One year, parts and laborWARRANTY

EMV Level 1 and EMV Level 2, ROHS, FCC/CEAPPROVALS

DIMENSIONS 2.36 inches(60 mm) x  .63 inches (16 mm) x  2 .25 
inches (57.2 mm)

MEDIA 
THICKNESS

0.027 inches (0 .6858mm) minimum
0.035 inches (0 .8382mm) maximum

CAR SEATED 
SWITCH

ICC fully-seated sensor

COLOR Black

WEIGHT 0.05lb  (22.68g)

ENCRYPTION AES and TDES

KEY MANAGEMENT DUKPT

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED


